Email Flow

Email Settings
Postfix servers
Applicable IP addresses

208.110.132.119

208.110.132.120

Webmail


webmail.reliableisp.net

Secure SSL/TLS Settings  (Recommended)

Username (use full email address): username@ipns/drizzle/csolutions/etc.com

Password: Use the email account’s password.

Incoming Server:

mail.ipns.com OR mail.drizzle.com OR mail.csolutions.net

   IMAP Port: 993 

   POP3 Port: 995 

Outgoing Server:

mail.ipns.com OR mail.drizzle.com OR mail.csolutions.net 

   SMTP Port: 465 

Authentication is required for IMAP, POP3, and SMTP. (When using Thunderbird, use SSL/TLS and normal password)

Non-SSL Settings  (This is NOT recommended.)

Username (use full email address): username@ipns/drizzle/csolutions/etc.com

Password: Use the email account’s password.

Incoming Server:

mail.ipns.com OR mail.drizzle.com OR mail.csolutions.net 

   IMAP Port: 143 

   POP3 Port: 110 

Outgoing Server:

mail.ipns.com OR mail.drizzle.com OR mail.csolutions.net 

   SMTP Port: 587 

Authentication is required for IMAP, POP3, and SMTP. (When using Thunderbird, use STARTTLS and normal password)

CP1
Applicable IP addresses


208.110.150.129/27

Main links page


cp1.ipns.com

Webmail


webmail.customerdomain.com

cPanel


cpanel.customerdomain.com

Mail client setup links in webmail

Secure SSL/TLS Settings  (Recommended)

	Username:
	username@customerdomain.com

	Password:
	Use the email account’s password.

	Incoming Server:
	cp1.ipns.com 

· IMAP Port: 993 

· POP3 Port: 995 

	Outgoing Server:
	cp1.ipns.com 

· SMTP Port: 465 

	Authentication is required for IMAP, POP3, and SMTP.


Non-SSL Settings  (This is NOT recommended.)

	Username:
	username@customerdomain.com

	Password:
	Use the email account’s password.

	Incoming Server:
	mail.customerdomain.com 

· IMAP Port: 143 

· POP3 Port: 110 

	Outgoing Server:
	mail.customerdomain.com 

· SMTP Port: 587 

	Authentication is required for IMAP, POP3, and SMTP.


CP2
Applicable IP addresses


208.110.132.1/28

Main links page


cp2.ipns.com

Webmail


customerdomain.com/webmail

cPanel


customerdomain.com/cpanel

Mail client setup links in webmail

Secure SSL/TLS Settings  (Recommended)

	Username:
	username@customerdomain.com

	Password:
	Use the email account’s password.

	Incoming Server:
	cp2.ipns.com

· IMAP Port: 993 

· POP3 Port: 995 

	Outgoing Server:
	cp2.ipns.com

· SMTP Port: 465 

	Authentication is required for IMAP, POP3, and SMTP.


Non-SSL Settings  (This is NOT recommended.)

	Username:
	username@customerdomain.com

	Password:
	Use the email account’s password.

	Incoming Server:
	mail.customerdomain.com 

· IMAP Port: 143 

· POP3 Port: 110 

	Outgoing Server:
	mail.customerdomain.com 

· SMTP Port: 587 

	Authentication is required for IMAP, POP3, and SMTP.


CP3
Applicable IP addresses

204.13.233.64/26

38.113.114.128/29

38.113.114.176/29

Main links page (preferred URL)


cp3.myservlink.com

Webmail (note: some domains do not properly resolve using this URL)


customerdomain.com/webmail

cPanel (note: some domains do not properly resolve using this URL)


customerdomain.com/cpanel

Mail client setup links in webmail

Secure SSL/TLS Settings  (Recommended)

	Username:
	username@customerdomain.com

	Password:
	Use the email account’s password.

	Incoming Server:
	cp3.myservlink.com 

· IMAP Port: 993 

· POP3 Port: 995 

	Outgoing Server:
	cp3.myservlink.com 

· SMTP Port: 465 

	Authentication is required for IMAP, POP3, and SMTP.


Non-SSL Settings  (This is NOT recommended.)

	Username:
	username@customerdomain.com

	Password:
	Use the email account’s password.

	Incoming Server:
	mail.customerdomain.com 

· IMAP Port: 143 

· POP3 Port: 110 

	Outgoing Server:
	mail.customerdomain.com 

· SMTP Port: 587 

	Authentication is required for IMAP, POP3, and SMTP.


Mail Gateway Server Cluster


mxgw01.ipns.com


mx01.ipns.com


mx03.ipns.com


mx05.ipns.com


mx07.ipns.com


mxgw02.ipns.com


mx02.ipns.com


mx04.ipns.com


mx06.ipns.com


mx08.ipns.com


smarthost.ipns.com
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  Outgoing





Incoming/ 


Outgoing





Postfix Cluster


(ipns.com/drizzle.com/csolutions.net/etc)


208.110.132.119


208.110.132.120














cPanel Cluster


(cp1.ipns.com/cp2.ipns.com/cp3.myservlink.com)


208.110.150.129/27 (CP1)


208.110.132.1/28 (CP2)


204.13.233.64/26 (CP3)


38.113.114.128/29 (CP3)


38.113.114.176/29 (CP3)





Incoming/ 


Outgoing








